
Instructions for  XLP LED1 Emergency Lighting  Fixture with Autotest
IMPORTANT

IMPORTANT SAFEGUARDS

READ AND FOLLOW ALL SAFETY INSTRUCTIONS

SAVE THESE  INSTRUCTIONS

FLEXIBLE  CONDUIT  ONLY

INSTALLATION  (J-BOX  MOUNTING)

INSTALLATION  (CONDUIT )

WARNING:

Let the battery charge up for at least 24 hours.Then normal operation of 
this unit should take e ect . During an electrical power failure, the LED 
lamps will automatically come on for a minimum of 90 minutes. In 
accordance with NFPA 101, the emergency lighting system will go into a 
self-testing mode monthly for a minimum of 30 seconds and annually for 
90 minutes. Refer to your local codes for any additional requirements that 
may apply. 

When using electrical equipment, basic safety precautions should always be followed including the following:

1. Do not use outdoors.
2. Equipment should be mounted in locations and at heights where it will not be subject to tampering by unauthorized personnel.
3. Do not mount near gas or electric heaters.
4. The use of accessory equipment not recommended by the manufacturer may cause an unsafe condition.
5. Do not use this equipment for anything other than its intended use.
6. Servicing of this equipment should be performed by quali ed personnel.
7. Disconnect AC power before servicing.

1. Feed xture leads through the back plate and connect to AC power supply (Fig A). For 120V use black and white wires and 
 for 277V, use red and white wires.

2. Attach back plate to J-Box and secure with screws.
3. Complete the battery connection. (Fig. B)
4. Align snaps and push housing directly onto the back plate (Fig. C). Apply continuous AC power and test the unit.

1. Secure back plate to wall surface . Route wires through hole in conduit ange and make conduit connection. For 120V,
 use black and white wires and for 277V, use red and white wires.

2. Complete the battery connection (Fig. B).
3. Align snaps and push housing directly onto the back plate (Fig. C).  Apply continuous AC power and test the unit.

Unused wires must be capped using enclosed wire nuts.

Fig.A (J-Box) Fig.B Fig.C

BATTERY CONNECTOR

PLUG IN
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REMOTE CAPABLE

WIRING  DIAGRAM

Note:
Unused input lead must
be properly insulated with
wire nut or other approved
method.

AC INPUT CONNECTOR
  (MOUNTING PLATE)

AC INPUT CONNECTOR
  (MOUNTING PLATE)
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Note:
Use 18-22 AWG stranded 
wire to connect remote lamp
heads.

Note:
To connect additional heads
in remote, this jumper cable
needs to be replaced by the
remote head cable located in
the accessory bag.    
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INSTRUCTIONS FOR SELF-DIAGNOSTIC TEST:
 Once the unit is  properly ins talled according to the ins tallation instruction s heet and AC  power s upplied, 

the dual color LE D indicator will come ON and the self-diagnos tic test function will automatically initiate. 
T he LE D indicates the unit’s s tatus. A S T E ADY  G R E E N LE D indicates  normal service; F LAS HING 
G R E E N indicates  the unit is  testing; G R EE N/R E D F LAS HING  indicates  the battery is c harging; R E D (in
different combinations ) would indicate a service a lert. R efer to the S E R VIC E  IND IC AT ION chart below for
more details .  T he L E D w ould be OF F  when the unit is  in e mergency mode.      

 
  

 S E L F- DIAG NOS T IC  S E R V IC E

 T he s elf-diagnos tic function is  factory pres et and performs  the following:
a. Moni toring of battery, battery charger, an d lamps  (both local and remote lamps when applicable )
b. S elf-testing and a 30- second or longer dis charge once every 30 days , after AC  power has  been

s upplied for a minimum of 24 hrs .
c. S elf-tes ting and a 30-minute  o r longer disc harge once every 180 days ,  after AC  power has  been

s upplied for a minimum of 24 hrs .
d. S elf-tes ting and a 90- minute discharge once every 365  days ,  after AC  power has  been s upplied for

a minimum of 24 hrs .

  
  

 

 

 
S E R V IC E  I NDIC AT ION 

MANUAL  T ES T ING 
 

W AR NING :

T he unit als o provides  for manual tes ting by pus hing the test button in a s pecific pattern.  
Ac tion R ea ction &  L E D Indica tion 
P ush test button Once (within 2 s econds) 30-s econd tes t: F LAS HING  G reen
P ush test button T wice (within 2 seconds ) 30-minute test: G reen F LAS HING  twice
P ush test button T hree times  (within 2 
seconds ) 

90-minute test: G reen F LAS HING  three  times

P ush test button and hold for 3 s econds (In 
test mode)  

C ancels  tes t. If s elf-test is  cancelled it is  recommended that a 
manual test of the s ame duration be performed at a more 
convenient time to ens ure compliance

P ush test button and hold for 6 s econds (In 
test mode)  

System r es et 

 
 
a) Ma ke sure that power is  OF F  before making any electrical con nections .
b) Unus ed wires  mus t be capped us ing enclos ed wire nuts .

 
 

L E D Indicator S tatus  
One flash red R eplace electronics  
Tw o flas h red R eplace battery 

 F our flash red
 

R eplace lamp hea d board
  F ive flas h red R eplace R emote lamp head or R emote lamp head dis connected
 S tea dy red

 
B attery disc onnected

S olid green
 

T rickle charge
F lashing green

 
In test

 R ed/Gr een flas hing Hi c harge
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