
 

IES INDOOR REPORT
PHOTOMETRIC FILENAME : BL726LEDHTHOASYWT40120-277V_S.IES

DESCRIPTION INFORMATION (From Photometric File)

IESNA:LM-63-2002
[TESTLAB]  Photopia 2018.1.0 see: www.ltioptics.com/ies
[ISSUEDATE] 
[TESTDATE] Wed Dec 19 10:51:46 2018
[TEST]  1
[MANUFAC] BEGHELLI
[LUMCAT] 
[LUMINAIRE] BL726LEDHOASYWT40120-277
[LAMP] LED 0.3W White 2323 package (65mA)
[LAMPCAT] SPMWHT221MD5WAT0S0
[OTHER] 
IESNA:LM-63-2002
[TEST] 6,552
[TESTLAB] CSA Group
[ISSUEDATE] 7/24/2013 1:09:24 PM
[OTHER]      Luminous shape: Rectangle
[OTHER]      Luminous dimensions (feet)
[OTHER]            0 - 180 Axis: 4.2
[OTHER]           90 - 270 Axis: 0.6
[OTHER]                  Height: 0.1

CHARACTERISTICS

Lumens Per Lamp N.A. (absolute)
Total Lamp Lumens N.A. (absolute)
Luminaire Lumens 10087
Total Luminaire Efficiency N.A.
Luminaire Efficacy Rating (LER) 112
Total Luminaire Watts 90
Ballast Factor 1.00
CIE Type Direct
Spacing Criterion (0-180) 2.08
Spacing Criterion (90-270) 1.38
Spacing Criterion (Diagonal) 1.56
Basic Luminous Shape Rectangular w/Sides
Luminous Length (0-180) 1.01 ft
Luminous Width (90-270) 0.99 ft
Luminous Height 0.36 ft
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : BL726LEDHTHOASYWT40120-277V_S.IES

LUMINANCE DATA (cd/sq.m)

Angle In Average Average Average
Degrees 0-Deg 45-Deg 90-Deg

45 65199 57949 25554
55 32746 30992 14290
65 11025 10484 5820
75 3519 2939 2086
85 551 465 526
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : BL726LEDHTHOASYWT40120-277V_S.IES

CANDELA TABULATION

 0  10  20  30  40  50  60  70  80  90
0.0 3656.78 3656.78 3656.78 3656.78 3656.78 3656.78 3656.78 3656.78 3656.78 3656.78
2.5 3722.80 3693.28 3792.16 3919.61 3665.30 3817.23 3592.83 3597.53 3610.72 3559.72
5.0 4156.59 4104.13 4005.82 4033.36 3938.74 3890.02 3842.76 3687.09 3620.23 3425.56
7.5 4405.28 4445.29 4517.47 4343.80 4247.31 4172.55 4016.91 3874.10 3690.90 3508.61
10.0 4851.29 4787.68 4787.29 4690.52 4552.08 4415.66 4260.41 4021.05 3838.62 3548.60
12.5 5283.84 5252.92 5252.13 5095.30 4948.08 4767.33 4480.85 4241.04 3917.29 3614.16
15.0 5760.62 5711.49 5665.74 5531.35 5327.87 5106.82 4789.94 4436.86 4081.55 3639.86
17.5 6186.54 6143.47 6100.05 5972.14 5726.41 5436.21 5046.48 4595.36 4184.24 3687.96
20.0 6662.44 6623.52 6523.14 6385.64 6108.87 5738.17 5345.37 4795.73 4273.00 3677.10
22.5 6981.58 7007.33 6967.88 6744.91 6490.08 6091.08 5603.70 4997.95 4327.47 3687.67
25.0 7406.43 7363.99 7355.93 7144.05 6846.12 6351.08 5783.32 5152.26 4386.07 3650.14
27.5 7673.97 7707.02 7631.43 7442.07 7147.07 6545.56 5922.06 5175.03 4371.93 3543.02
30.0 7896.77 7885.02 7860.00 7720.42 7346.04 6787.59 6067.97 5262.43 4369.67 3459.24
32.5 7893.25 7985.47 7978.07 7842.46 7478.58 6872.78 6184.17 5286.71 4302.52 3365.40
35.0 7893.46 7914.71 7955.05 7847.75 7510.80 6939.80 6148.21 5251.92 4254.01 3254.88
37.5 7656.52 7694.06 7781.44 7695.03 7390.99 6833.54 6081.08 5154.16 4066.23 3061.42
40.0 7191.25 7271.60 7361.96 7336.06 7098.67 6583.48 5834.80 4881.68 3887.43 2835.76
42.5 6570.96 6625.16 6792.62 6800.18 6584.44 6153.57 5439.86 4599.80 3598.29 2605.50
45.0 5843.16 5944.31 6074.41 6113.80 5956.64 5612.44 5004.91 4162.14 3220.91 2303.88
47.5 5000.46 5127.56 5256.44 5347.07 5257.56 4951.05 4446.49 3668.89 2843.23 2032.91
50.0 4184.13 4276.36 4415.97 4516.26 4462.10 4264.78 3820.06 3165.45 2446.01 1737.47
52.5 3358.40 3425.02 3563.71 3691.51 3678.46 3535.68 3157.29 2622.23 2012.68 1446.48
55.0 2650.14 2694.22 2800.56 2887.41 2913.06 2835.74 2548.56 2102.20 1620.71 1165.38
57.5 1989.44 2030.73 2128.14 2203.13 2247.87 2185.94 1977.28 1630.38 1254.45 922.50
60.0 1473.31 1505.85 1579.06 1634.48 1671.47 1630.81 1486.91 1242.57 955.05 711.17
62.5 1060.24 1097.41 1145.67 1202.09 1235.51 1201.93 1099.16 907.00 715.87 536.40
65.0 769.34 787.03 831.48 847.82 882.33 854.92 787.54 671.14 524.54 410.11
67.5 557.85 559.92 584.32 606.97 622.37 606.74 569.39 479.89 391.99 308.28
70.0 384.23 398.99 419.65 427.28 433.09 436.68 398.78 341.29 281.53 220.94
72.5 280.33 280.47 289.27 299.00 303.08 300.15 279.56 234.99 202.01 168.86
75.0 198.84 194.76 200.24 212.40 206.88 207.22 191.53 167.81 145.14 119.40
77.5 128.92 134.74 134.76 139.16 138.76 137.43 132.45 116.65 103.58 86.12
80.0 86.90 85.74 87.76 94.99 95.87 93.06 84.98 82.45 71.98 62.25
82.5 50.68 51.57 53.05 53.84 55.63 56.57 51.67 48.94 47.14 39.84
85.0 22.90 22.52 25.16 26.06 25.60 26.38 25.62 25.69 23.41 22.24
87.5 1.99 2.14 3.22 3.53 3.80 4.50 5.51 5.88 5.44 5.94
90.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.01 0.00
92.5 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
95.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
97.5 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
100.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
102.5 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
105.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
107.5 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
110.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
112.5 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
115.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
117.5 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
120.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
122.5 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.01 0.00
125.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
127.5 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.01 0.00 0.00
130.0 0.00 0.00 0.00 0.01 0.00 0.00 0.00 0.00 0.00 0.00
132.5 0.00 0.04 0.04 0.03 0.01 0.00 0.00 0.00 0.00 0.00
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : BL726LEDHTHOASYWT40120-277V_S.IES

CANDELA TABULATION - (Cont.)

135.0 0.02 0.13 0.42 0.15 0.00 0.09 0.00 0.00 0.00 0.00
137.5 0.00 0.05 0.42 0.04 0.01 0.20 0.04 0.00 0.01 0.00
140.0 0.00 0.00 0.13 0.00 0.09 0.33 0.04 0.02 0.01 0.00
142.5 0.00 0.00 0.00 0.00 0.00 0.22 0.05 0.00 0.00 0.00
145.0 0.00 0.01 0.00 0.00 0.05 0.00 0.00 0.00 0.01 0.00
147.5 0.01 0.00 0.00 0.00 0.00 0.00 0.00 0.01 0.01 0.01
150.0 0.00 0.00 0.01 0.00 0.01 0.00 0.00 0.00 0.00 0.00
152.5 0.00 0.01 0.00 0.01 0.00 0.00 0.00 0.01 0.00 0.00
155.0 0.01 0.00 0.00 0.01 0.01 0.00 0.00 0.00 0.02 0.00
157.5 0.00 0.00 0.00 0.00 0.02 0.00 0.00 0.00 0.00 0.00
160.0 0.01 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.01
162.5 0.00 0.00 0.01 0.00 0.00 0.00 0.00 0.00 0.00 0.00
165.0 0.00 0.00 0.00 0.00 0.00 0.06 0.00 0.00 0.08 0.00
167.5 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.07 0.06 0.00
170.0 0.00 0.00 0.00 0.02 0.00 0.01 0.08 0.00 0.00 0.00
172.5 0.00 0.00 0.00 0.02 0.00 0.00 0.00 0.00 0.00 0.00
175.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
177.5 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.04
180.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

Vert. Horizontal Angles
Angles

 100  110  120  130  140  150  160  170  180
0.0 3656.78 3656.78 3656.78 3656.78 3656.78 3656.78 3656.78 3656.78 3656.78
2.5 3563.82 3386.44 3371.60 3299.01 3235.67 3197.07 3144.22 3155.60 3214.19
5.0 3411.08 3256.48 3053.45 3061.50 2962.62 2859.46 2847.73 2726.64 2754.51
7.5 3305.29 3155.79 2966.32 2797.47 2659.02 2566.59 2472.15 2458.06 2419.36
10.0 3313.70 3015.12 2794.02 2580.83 2431.70 2261.66 2197.16 2129.69 2107.06
12.5 3257.77 2980.59 2633.98 2369.38 2152.93 1969.16 1875.49 1790.07 1792.43
15.0 3227.56 2840.46 2463.91 2168.59 1924.24 1739.80 1615.88 1510.04 1522.24
17.5 3205.77 2735.15 2296.97 1964.57 1712.11 1529.28 1406.22 1335.31 1334.47
20.0 3107.79 2605.18 2140.01 1766.09 1509.02 1336.40 1207.42 1152.92 1147.90
22.5 2996.71 2435.92 1938.34 1580.51 1348.25 1173.73 1097.74 1063.27 1028.00
25.0 2888.51 2276.07 1774.43 1421.64 1210.35 1076.66 1029.42 1002.10 979.94
27.5 2771.38 2102.47 1587.64 1278.36 1098.66 1034.24 997.42 964.76 979.32
30.0 2651.08 1927.14 1440.84 1176.40 1034.32 1007.30 970.28 979.25 953.63
32.5 2476.60 1752.93 1321.84 1102.80 1022.59 984.40 979.03 975.18 968.80
35.0 2328.96 1630.64 1209.91 1050.47 990.91 987.90 986.74 994.07 979.21
37.5 2163.32 1473.86 1120.61 1002.59 974.07 991.12 992.08 993.09 972.87
40.0 1953.55 1320.92 1037.40 940.79 949.76 956.49 959.10 956.84 958.36
42.5 1761.02 1179.08 937.65 897.31 915.85 921.95 933.69 914.49 910.26
45.0 1545.44 1039.01 860.80 847.87 851.97 870.75 868.91 842.59 850.61
47.5 1339.72 920.45 779.58 779.62 793.48 795.24 779.96 770.11 755.81
50.0 1170.80 806.55 699.49 704.21 709.28 698.97 692.99 676.56 668.86
52.5 980.38 690.66 615.93 606.86 617.76 608.00 581.41 569.46 559.14
55.0 816.15 585.27 518.68 521.68 521.16 502.81 489.11 466.34 465.37
57.5 651.88 480.56 434.67 433.91 426.35 406.35 389.77 376.69 366.23
60.0 517.97 399.44 356.34 353.87 339.36 330.63 313.28 297.04 289.59
62.5 403.46 317.38 288.22 276.08 270.33 256.36 247.22 236.81 232.08
65.0 313.30 251.33 230.38 216.41 216.72 199.33 193.64 184.18 178.45
67.5 240.75 199.26 180.01 167.37 163.76 157.63 145.57 139.86 143.54
70.0 180.13 156.57 140.92 136.09 120.29 120.37 111.26 110.50 110.49
72.5 137.39 119.92 109.03 104.48 98.20 91.55 86.26 85.55 83.48
75.0 104.75 89.77 81.59 78.78 75.11 72.71 69.56 66.71 67.00
77.5 77.04 69.40 63.87 59.27 59.49 57.55 55.00 54.32 52.30
80.0 56.90 51.91 47.76 47.83 45.80 45.91 46.84 44.69 46.64
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : BL726LEDHTHOASYWT40120-277V_S.IES

CANDELA TABULATION - (Cont.)

82.5 38.12 36.82 35.61 36.36 34.91 34.41 34.78 34.84 34.67
85.0 22.84 21.72 20.83 21.93 22.78 22.50 24.02 24.17 24.49
87.5 4.92 5.28 5.37 6.52 7.09 6.80 7.71 8.18 7.95
90.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
92.5 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
95.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
97.5 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
100.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
102.5 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
105.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
107.5 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
110.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
112.5 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
115.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
117.5 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
120.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
122.5 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
125.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
127.5 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.02
130.0 0.00 0.01 0.00 0.00 0.00 0.00 0.00 0.00 0.00
132.5 0.00 0.00 0.00 0.00 0.01 0.01 0.00 0.00 0.01
135.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
137.5 0.02 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.02
140.0 0.00 0.01 0.00 0.01 0.00 0.01 0.01 0.00 0.00
142.5 0.00 0.01 0.00 0.00 0.00 0.00 0.00 0.01 0.00
145.0 0.00 0.01 0.00 0.00 0.01 0.00 0.00 0.00 0.02
147.5 0.00 0.00 0.00 0.00 0.01 0.00 0.00 0.00 0.00
150.0 0.00 0.00 0.00 0.01 0.00 0.00 0.00 0.00 0.00
152.5 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.02
155.0 0.01 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
157.5 0.01 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
160.0 0.01 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
162.5 0.00 0.01 0.00 0.00 0.00 0.00 0.00 0.00 0.00
165.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
167.5 0.00 0.01 0.00 0.00 0.00 0.01 0.00 0.02 0.00
170.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
172.5 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
175.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
177.5 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
180.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : BL726LEDHTHOASYWT40120-277V_S.IES

ZONAL LUMEN SUMMARY

Zone Lumens %Lamp %Fixt

0-20 1368.76 N.A. 13.60
0-30 3187.33 N.A. 31.60
0-40 5653.71 N.A. 56.00
0-60 9387.25 N.A. 93.10
0-80 10058.19 N.A. 99.70
0-90 10087.15 N.A. 100.00
10-90 9754.28 N.A. 96.70
20-40 4284.95 N.A. 42.50
20-50 6632.47 N.A. 65.80
40-70 4251.72 N.A. 42.10
60-80 670.94 N.A. 6.70
70-80 152.76 N.A. 1.50
80-90 28.96 N.A. 0.30
90-110 0.00 N.A. 0.00
90-120 0.00 N.A. 0.00
90-130 0.00 N.A. 0.00
90-150 0.03 N.A. 0.00
90-180 0.03 N.A. 0.00
110-180 0.03 N.A. 0.00
0-180 10087.18 N.A. 100.00

Total Luminaire Efficiency = N.A.%

ZONAL LUMEN SUMMARY

Zone Lumens

0-10 332.87
10-20 1035.89
20-30 1818.57
30-40 2466.39
40-50 2347.51
50-60 1386.02
60-70 518.18
70-80 152.76
80-90 28.96
90-100 0.00
100-110 0.00
110-120 0.00
120-130 0.00
130-140 0.02
140-150 0.01
150-160 0.00
160-170 0.00
170-180 0.00
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : BL726LEDHTHOASYWT40120-277V_S.IES

COEFFICIENTS OF UTILIZATION - ZONAL CAVITY METHOD

Effective Floor Cavity Reflectance 0.20

RC 80 70 50 30 10 0
RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0

0 119 119 119 119 116 116 116 116 111 111 111 106106106 102102102 100
1 111 107104101 10810510299 10198 96 97 95 93 93 92 90 88
2 10396 90 85 10094 89 84 90 86 82 87 84 80 84 81 79 77
3 95 85 78 73 92 84 77 72 81 75 71 78 74 70 76 72 69 67
4 87 77 69 63 85 75 68 62 73 67 62 71 65 61 69 64 60 58
5 80 69 61 55 79 68 60 54 66 59 54 64 58 53 62 57 53 51
6 74 62 54 48 73 61 54 48 60 53 48 58 52 47 56 51 47 45
7 69 57 48 43 67 56 48 42 54 47 42 53 47 42 52 46 42 40
8 64 52 44 38 63 51 43 38 50 43 38 48 42 37 47 42 37 35
9 60 47 39 34 59 47 39 34 46 39 34 45 38 34 44 38 34 32
10 56 43 36 31 55 43 36 31 42 35 31 41 35 31 40 35 30 29
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : BL726LEDHTHOASYWT40120-277V_S.IES

POLAR GRAPH
 

1996

3993

5989

7985

1

2

Maximum Candela = 7985.47   Located At Horizontal Angle = 10, Vertical Angle = 32.5
# 1 - Vertical Plane Through Horizontal Angles (10 - 190) (Through Max. Cd.)
# 2 - Horizontal Cone Through Vertical Angle (0)
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