Photometric Toolhox

IES INDOOR REPORT

PHOTOMETRIC FILENAME : BS100LEDPG2HTLOWTS50120-277V_S.IES

DESCRIPTION INFORMATION (From Photometric File)

IESNA:LM-63-2002

[TESTLAB] Photopia 2021.0.0 see: www.ltioptics.com/ies

[ISSUEDATE]
[TESTDATE] Mon Jun 21 14:49:56 2021
[TEST] 1

[MANUFAC] BEGHELLI

[LUMCAT]

[LUMINAIRE] BS100LEDPG2HTLOWT50120-277V_S

[LAMP] LED 0.915W DURIS S 5 3030 (150mA)
[LAMPCAT] GW PSLRS1.PC-LRLT-5L7N-1

[OTHER]

CHARACTERISTICS

Lumens Per Lamp

Total Lamp Lumens
Luminaire Lumens

Total Luminaire Efficiency
Luminaire Efficacy Rating (LER)
Total Luminaire Watts
Ballast Factor

CIE Type

Spacing Criterion (0-180)
Spacing Criterion (90-270)
Spacing Criterion (Diagonal)
Basic Luminous Shape
Luminous Length (0-180)
Luminous Width (90-270)
Luminous Height

LUMINANCE DATA (cd/sq.m)

Angle In Average Average
Degrees 0-Deg 45-Deg
45 3475 5537

55 3602 5749

65 3460 6719

75 2820 7166

85 2185 7023

N.A. (absolute)
N.A. (absolute)
4134

N.A.

138

30

1.00

Direct

1.50

3.02

2.40
Rectangular w/Sides
2.28 ft

0.55 ft

0.32 ft

Photometric Toolbox - Copyright 2002-2019 by Lighting Analysts, Inc.

Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : BS100LEDPG2HTLOWTS50120-277V_S.IES

CANDELA TABULATION

0 ) 10 15 20 25 30 35 40 45
0 355.08 355.08 355.08 355.08 355.08 355.08 355.08 355.08 355.08 355.08
5 366.54 339.61 334.16 355.30 350.85 361.33 349.33 357.78 355.43 366.41
10 338.00 342.41 34134 349.78 355.67 357.32 37452 37769 423.16 410.78
15 320.26  339.37 348.76  373.32 376.91 398.61 420.07 443.38 484.34 504.74
20 335.34 34812 357.00 379.31 411.29 44852 498.62 523.33 575.17 589.69
25 348.13 349.64 373.62 399.97 44158 49496 551.87 591.77 634.95 681.76
30 356.83 360.69 379.23 425.01 47177 529.91 597.18 670.81 69550 725.81
35 343.69 363.45 398.37 447.09 50254 56220 613.11 668.09 699.75 737.33
40 347.97 346.94 39510 44849 513.20 582.58 634.45 653.69 686.56 711.72
45 3290.29 349.63 38248 445.03 515.92 55436 61250 64491 654.73 691.63
50 31513 320.93 369.14 42784 480.24 536.00 568.50 584.79 633.28 659.83
55 291.31 301.70 34348 394.69 44558 49573 539.93 579.15 616.02 665.75
60 25417 27318 307.32 351.60 39942 44538 502.08 561.03 619.41 679.15
65 22328 22821 259.98 30118 349.09 406.03 47819 54948 623.32 693.35
70 172.34 18194 208.93 24572 304.22 369.92 438.45 525.03 596.99 681.87
75 130.38 138.55 161.75 19715 25325 316.72 397.52 480.57 561.27 626.47
80 88.41 96.41 116.43 155.81 205.09 277.65 34429 42257 496.28 557.33
85 57.93 59.91 80.48 119.69 164.58 223.67 290.92 363.02 426.02 484.66
90 30.58 39.17 51.79 81.30 125.65 173.81 229.75 289.54 343.89 394.60
95 16.20 19.15 27.90 47.64 77.63 116.74 162.72 203.75 239.51 276.86
100 11.08 9.30 12.73 23.50 41.05 66.25 91.09 115.78 139.39 157.95
105 5.22 6.20 6.33 9.53 17.98 30.36 49.59 58.63 73.47 85.05
110 4.21 4.27 3.84 4.35 7.75 13.28 21.10 27.21 37.90 46.35
115 1.96 2.48 213 2.75 3.08 4.66 9.66 12.34 17.88 22.91
120 212 1.74 1.49 1.76 1.34 1.88 2.77 5.57 8.45 11.25
125 1.35 0.94 0.82 0.76 0.69 1.13 1.13 1.77 3.85 5.96
130 0.82 0.74 0.40 0.45 0.35 0.30 0.33 0.59 0.71 2.27
135 0.39 0.30 0.34 0.10 0.25 0.13 0.07 0.38 0.34 0.50
140 0.00 0.03 0.07 0.11 0.06 0.09 0.22 0.07 0.08 0.20
145 0.00 0.00 0.00 0.05 0.05 0.07 0.00 0.1 0.05 0.04
150 0.00 0.05 0.00 0.00 0.00 0.00 0.07 0.00 0.00 0.07
155 0.00 0.00 0.03 0.00 0.08 0.07 0.00 0.00 0.00 0.09
160 0.00 0.06 0.08 0.00 0.01 0.06 0.00 0.00 0.00 0.16
165 0.00 0.01 0.00 0.1 0.12 0.00 0.00 0.01 0.00 0.00
170 0.66 0.10 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
175 0.00 0.00 0.26 0.00 0.00 0.00 0.00 0.00 0.00 0.00
180 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
Vert. Horizontal Angles
Angles

30 35 60 65 70 5 80 85 20
0 355.08 355.08 355.08 355.08 355.08 355.08 355.08 355.08 355.08
5 385.08 357.49 36349 373.07 376.01 37590 383.88 37546 393.73
10 430.77 436.68 457.62 469.07 465.33 482.04 487.29 48254 491.75
15 52431 538.20 577.25 59198 62791 618.62 629.39 633.93 627.70
20 648.07 674.03 706.01 72160 74413 73593 770.96 77581 759.13
25 704.85 75493 755.13 790.05 809.04 805.89 814.41 834.66 831.81
30 751.72 77744 79279 802.19 82529 820.50 840.06 840.54 834.12
35 74296 756.16 782.64 800.48 803.04 810.65 83240 837.08 838.86
40 733.14 740.78 759.35 773.99 798.78 812,75 834.47 81752 826.99
45 70541 733.08 76166 776.13 794.19 823.60 846.47 860.68 857.20
50 699.16 747.77 773.67 801.88 85140 88269 917.29 93296 952.73
55 715.09 77066 833.86 868.63 932.23 981.04 1016.73 1033.96 1028.80
60 74433 81253 873,55 939.98 987.72 1032.11 1055.09 1082.75 1079.91
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.



IES INDOOR REPORT
PHOTOMETRIC FILENAME : BS100LEDPG2HTLOWTS50120-277V_S.IES

CANDELA TABULATION - (Cont.)

65

70

75

80

85

90

95

100
105
110
115
120
125
130
135
140
145
150
155
160
165
170
175
180

764.05
745.73
683.26
613.16
526.16
435.48
307.30
177.88
97.66
51.02
28.88
13.17
7.08
3.69
1.14
0.20
0.12
0.00
0.07
0.00
0.00
0.00
0.00
0.00

838.65
802.51
739.63
660.12
579.06
475.09
339.54
200.48
109.69
59.26
33.73
16.36
8.23
5.81
2.02
0.33
0.50
0.12
0.17
0.01
0.00
0.17
0.00
0.00

881.56
845.63
770.96
704.90
618.01
510.79
362.95
214.84
116.31
67.66
36.13
20.71
12.46
6.38
2.82
0.59
0.34
0.19
0.09
0.00
0.25
0.00
0.00
0.00

950.35
896.32
805.41
741.06
655.00
556.65
392.36
231.37
123.77
69.76
42.48
2410
12.58
6.49
3.66
1.08
0.33
0.17
0.00
0.00
0.01
0.00
0.00
0.00

979.04
927.34
850.53
760.25
685.63
580.29
410.71
24577
134.30
74.22
43.62
24.96
14.25
8.28
2.89
1.49
0.78
0.13
0.14
0.00
0.00
0.19
0.00
0.00

1010.01
950.38
878.86
786.98
712.04
603.47
431.44
254.12
140.82
78.65
47.02
27.50
13.97
8.32
3.81
1.26
0.60
0.17
0.06
0.10
0.00
0.00
0.00
0.00

1052.87
983.08
894.89
808.08
730.11
622.04
443.43
258.19
147.12
84.73
48.83
29.57
15.07
8.42
4.60
2.10
0.46
0.08
0.08
0.00
0.10
0.00
0.00
0.00

1069.11

997.37
905.91
831.97
759.59
640.27
463.95
276.74
154.00
84.84
52.87
29.48
14.93
9.31
4.66
2.24
0.39
0.06
0.04
0.10
0.01
0.00
0.00
0.00

1087.61
1009.43
921.30
834.13
774.48
654.06
467.61
266.52
147.00
87.03
50.18
31.85
16.26
9.43
4.60
2.30
0.57
0.31
0.13
0.15
0.00
0.00
0.00
0.00

Photometric Toolbox - Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT

PHOTOMETRIC FILENAME : BS100LEDPG2HTLOWTS50120-277V_S.IES

ZONAL LUMEN SUMMARY

Zone

0-20
0-30
0-40
0-60
0-80
0-90
10-90
20-40
20-50
40-70
60-80
70-80
80-90
90-110
90-120
90-130
90-150
90-180
110-180
0-180

Lumens

178.98
469.88
885.41
1997.57
3254.1
3728.65
3692.23
706.43
1213.51
1770.93
1256.54
597.76
474.54
370.31
396.60
403.59
405.32
405.36
35.05

4134.00

Y%Lamp

N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.

Total Luminaire Efficiency = N.A.%

ZONAL LUMEN SUMMARY

Zone

0-10
10-20
20-30
30-40
40-50
50-60
60-70
70-80
80-90
90-100
100-110
110-120
120-130
130-140
140-150
150-160
160-170
170-180

Lumens

36.41
142.57
290.90
415.53
507.08
605.08
658.78
597.76
474.54
277.26
93.05
26.29
6.99
1.54
0.19
0.03
0.01
0.00

%Fixt

4.30
11.40
21.40
48.30
78.70
90.20
89.30
17.10
29.40
42.80
30.40
14.50
11.50
9.00
9.60
9.80
9.80
9.80
0.80
100.00

Photometric Toolbox - Copyright 2002-2019 by Lighting Analysts, Inc.

Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : BS100LEDPG2HTLOWTS50120-277V_S.IES

COEFFICIENTS OF UTILIZATION - ZONAL CAVITY METHOD
Effective Floor Cavity Reflectance 0.20

RC 80 70 50 30
RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10

M7 117117117 113113113113 106106 106 99 99 99
10193 87 81 97 90 84 79 84 79 74 78 74 70
89 78 69 61 85 75 66 59 69 62 56 64 59 53
79 66 56 47 76 64 54 46 59 51 44 55 48 42
72 57 46 38 68 55 45 37 51 42 36 47 40 34
65 50 39 32 62 48 38 31 45 36 30 42 34 28
60 44 34 27 57 43 33 26 40 31 25 37 30 24
55 40 30 23 52 38 29 22 36 27 21 33 26 20
51 36 26 20 49 35 26 19 32 24 19 30 23 18
47 32 23 17 45 31 23 17 29 22 16 28 21 16
0 44 30 21 15 42 29 21 15 27 20 14 25 19 14

2 OCoO~NOURPA~hWN-O

50

93
73
60
51
44
39
34
31
28
26
24

10
30

93

55
45
38
32
28
25
22
20
18

10

93

51
40
32
27
23
20
17
15
13

90

48
37
30
24
20
17
15
13
11
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT

PHOTOMETRIC FILENAME : BS100LEDPG2HTLOWTS50120-277V_S.IES

UGR TABLE - CORRECTED

Reflectances
Ceiling Cavity 70 70 50 50
Walls 50 30 50 30

Floor Cavity 20 20 20 20

Room Size UGR Viewed Crosswise

X=2H Y=2H 148 165 153 17.0
3H 16.2 178 16.8 18.3
4H 16.7 182 17.3 18.8
6H 171 18.5 17.7 191
8H 173 186 178 19.2
12H 174 187 18.0 19.3

4H 2H 170 184 175 19.0
3H 188 201 194 207
4H 195 207 200 213
6H 199 210 205 216
8H 201 211 207 217
12H 202 212 208 218

8H 4H 212 222 218 228
6H 220 229 227 236
8H 223 231 229 238
12H 225 233 232 239

12H  4H 216 226 223 232
6H 227 235 233 241
8H 232 239 238 245

Maximum UGR = 33.1

30
30
20

17.5
18.9
19.4
19.7
19.8
19.9

19.6
213
21.9
22.3
224
225

235
242
245
24.6

23.9
249
253

70 70 50
50 30 50
20 20 20
UGR Viewed Endwise
209 226 214
244 259 249
259 274 264
274 288 28.0
282 295 287
29.0 302 295
212 227 217
249 262 255
267 279 27.2
284 295 29.0
29.3 30.3 29.9
302 312 308
269 279 274
288 297 294
29.8 30.6 30.5
31.0 317 316
269 278 275
289 297 295
30.0 30.7 306

50
30
20

231
26.4
27.9
293
30.1
30.8

232
26.8
284
30.1
30.9
31.8

285
30.3
31.3
32.3

28.4
30.3
31.3

30
30
20

23.6
27.0
285
30.0
30.7
31.5

23.8
274
291
30.7
31.6
32.5

29.2
31.0
32.0
33.1

29.1
31.0
32.1

Photometric Toolbox - Copyright 2002-2019 by Lighting Analysts, Inc.

Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : BS100LEDPG2HTLOWTS50120-277V_S.IES

POLAR GRAPH

Maximum Candela = 1087.61 Located At Horizontal Angle = 90, Vertical Angle = 65
# 1 - Vertical Plane Through Horizontal Angles (90 - 270) (Through Max. Cd.)
# 2 - Horizontal Cone Through Vertical Angle (0)
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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