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STRIPLED INSTALLATION INSTRUCTIONS
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STRIPLED (8FT) HO
WATTAGE 60W/68W
VOLTAGE 120-277V, 50/60Hz
WET LOCATION | P44
OPERATION | HT (AC ONLY)/0-10V DIMMING
WEIGHT 12.1 los

DIMENSION | 96.1" L X 3.5"WX 3.8"H

. 96.1in ,
‘ [ 2440 mm]

i en = TR, !i

CAUTION! ALWAYS MAKE SURE THE POWER IS TURNED OFF
before starting installation.
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IMPORTANT SAFEGUARDS

When using electrical equipment, basic safety precautions should always be followed including the following:

READ AND FOLLOW ALL SAFETY INSTRUCTIONS.

1. CAUTION! ALWAYS MAKE SURE THE POWER IS TURNED OFF before stanting installation.

2. Wiring fixture to power supply, shall be performed by a certified electrician, and wired in a manner that
complies with all local and national electrical codes, as well as the manufacture’s wiring diagram.

3. Proper replacement of a part removed for user maintenance.

SAVE THESE INSTRUCTIONS!

WARNING A\

No user serviceable parts. Refer service to a qualified service
technician. Read instructions prior to installing and/or operating
this device. Installation should be performed by a licensed
electrician/inst aller in accordance with local codes. @Mﬁ
LUCE




STRIPLED INSTALLATION INSTRUCTIONS

DIMMING WIRING DIAGRAM

1. 0-10V dimming wires must be run from a different conduit out of the J-box.

0-10V LEAD AC LEADS
VIOLET......(DIM +) BLACK...... (HOT)
GRAY........ (DIM -) WHITE........ (NEUTRAL)
GREEN...... (GROUND)
INSTALLATION
, 90.5in
[2298mm] Engage taps
&slidetolock
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29.5in ?
[750mm]

1. Measure, locate fixture's position, and mark locations for the
mounting hole.

2. Install anchors and screws to ceiling as shown below.
(HARDWARE BY OTHERS).

3. Install cover plates as shown on the right.

4" OCTAGONAL
J-BOX (BY OTHERS)

CEILING (CEILING’S STRUCTURE
SHALL BE ADEQUATE TO SUPPORT
THE WEIGHT OF FIXTURE)

MOUNTING HARDWARE
(BY OTHERS)
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STRIPLED

INSTALLATION INSTRUCTIONS

SURFACE MOUNT (SM)

1. Leave approxi. 5/32" space between screw and
ceiling/wall surface.

2. Guild the fixture, so that the screw’s head inside the
housing, and slide sideways 1o lock fixture in place
(as shown).

AVIATION CABLE KIT (AC)

SCREW ANCHOR
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Glider
Cable

1. Feed cables thru gliders as shown.
2. Hook the clips thru the loop of the cable as shown.
3. Hook the assemblies to fixture as shown.

CHAING HANG KIT (CH)

1 Hook Clip
-6- L
! Feed cable thru
glider as shown.

91.2in

Feed chain thru hook
clip as shown.

[2315.4mm]

1. Feed chain thru hook clip as shown.
2. Hook the assemblies to fixture as shown.

Chain
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Hook Clip
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